MMDHENDI

Meat mincer 12

210802

Body made of aluminium alloy. Feeder tray made of stainless
steel. Hopper made of aluminium alloy. Sausage machine
stuffer made of polypropylene. Knife and worm screw made of
stainless steel. Mouth made of cast iron. Pressure pin made
of polyethylene. Motor with an overheat protection mechanism
and reset button against overload. Rotation speed: 170 rpm.

Anti-slip feet. Easy disassembly for cleaning. Output: 100 kg/h.
Operational for up to 45 minutes with 15 minutes rest. Included:

Stuffing tube. 2x @ 70 mm mincing discs with @ 6 and 8 mm

holes included.

Specifications
Usage area

Voltage

Rated Frequency (Hz)
Protections
Electrician needed
Materials

Marketing Packed per
Marketing Packaging Type
Length (mm)

Width (mm)

Height (mm)

Power (input) (W)
Programmable
Measurements

HENDI B.V.

Innovatielaan 6

6745 XW De Klomp, The Netherlands
T: +31(0)317 681 040

E: info@hendi.eu

HENDI Polska Sp. z o.0.
ul. Firmowa 12

62-023 Robakowo, Poland
T: +48 61 6587000

E: info@hendi.pl

: Kitchen

: 230

: 50 Hz

: Overheat protection
: No

: Aluminium, PET

(Polyethyleentereftalate), Stainless
steel

01

: Box

: 240

: 393

: 560

: 550

: No

: 240x393x(H)560

HENDI GmbH
Ehring 15

Transport specifications

EAN

Intrastat code
Gross weight (kg)
Net weight (kg)

Sales units per pallet

: 8711369210802
: 84385000

2 22.52

: 20.36

212

Plastic packaging (gram) : 269

5112 Lamprechtshausen, Austria
T: +43 (0) 6274 200 10 0
E: office.austria@hendi.eu

HENDI S.R.L.

Str. 13 decembrie 94A, Hala 14
Brasov, 500164, Romania

T: +40 268 320330

E: office@hendi.ro

PKS HENDI South East Europe SA
5 Metsovou Str.

18346 Moschato, Athens, Greece
T:+30 210 4839700

E: infoldpks-hendi.com

HENDI Italia S.R.L.

Via Leonardo da Vinci 4
39100 Bolzano (BZ), Italy
T: 800 727 438

E: office.italy@hendi.eu



